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Annual

INSPECTION/TESTING OF BACKFLOW PREVENTION DEVICE

State Department of Health (D.O.H.) requires you to maintain Cross Connection Control
Assemblies in acceptable condition and to maintain inspection, testing and maintenance records.
W & M Sprinkler will notify you in writing of any condition or deficiency discovered requiring
correction or repair. Any authorized repair work will be performed either as quoted or on a time
and material basis.

It is the responsibility of the Owner/Occupant that the original installation of the device that
Company is testing has been approved by the authority having jurisdiction and/or insurance
underwriter. Proper lighting, heat, drainage is to be provided for each device by the
Owner/Occupant. Company assumes no liability for any and all losses or damages caused by
device failure or RPZ relief valve discharge during or any time after testing the device. The
inspection and test that Company performs on a backflow is to test the device only and does not
include engineering evaluations or design recommendations.

SCOPE OF WORK

(Annually) Visually inspect external condition of backflow assembly.
(Annually) Verify both assembly control valves are in sealed in proper position.
(Annually) Perform backflow performance test.

Affix test tags to device.

Furnish completed inspection/test forms.

Excluded Work:

Interior cleaning and retesting of device.

Repair of device that fails initial test.

Sending report to water authority.

Any and all NFPA, DOH, State, and Local requirements in excess of above listed.
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